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1. INTRODUCTION

Doppler radar is capable of making accurate estimates of the radial compon-

ent of velocities within severe thunderstorms. A trained observer can examine a

field of radial velocities and recognize the characteristic signature of various

flow patterns. Donaldson (1970) stipulated criteria whereby a vortex can be

identified from single Doppler-radar observations. Briefly, there must be a

localized region of persistently high ( WxO 3 s-lI) azimuthal shear (i.e., the

velocity gradient along an arc at constant range) which has a vertical extent

equal or longer than its diameter. These criteria were further refined by

Burgess et al. (1979) who used them successfully to detect mesocyclones and

inform the National Weather Service arid the USAF Air Weather Service of severe

thunderstorm potential. The manual process consists of recognizing circulation

patterns, confirming height and time continuity of the patterns, and verifying

that the radial velocity shear across the circulation is larger than a range

dependent threshold value. This report concentrates on the automatic recognition

of circulation patterns from Doppler velocity fields. Confirmation of height

arnd time continuity is not considered; however, identification of large shear

is an inherent part of the technique and is discussed in detail.

2. THE IM'ESOCYCLONE

It has been known for some time that a cyclonic circulation larger than the

tornado may exist in thunderstorms (Brooks, 1949). The larger rotation precedes

the tornado and acts as a vorticity producing source. Fujita (1963) labeled

this structure the mesocyclone, noting that its diameter is too small to be

observed with conventional surface weather observations. Previous Doppler studies

have shown that single Doppler radar can easily detect and track mesocyclones

(Donaldson, 1970; and Burgess, 1976). From Doppler data, the average mesocyclone

is known to last for over an hour with a rotational velocity of 23 m-s a

core diameter of 5 kin; and a vertical extent of 8 km [further characteristics

are contained in Burgess et al. (1982)].

The flow in a mesocyclone theoretically can be modeled as a Rankine combined

vortex, characterized by two flow regimes. The Doppler velocity field mapped by

an idealized Doppler radar (perfect resolution) is depicted in Figure 1. The

inner region is the vortex core where velocity is proportional to radius at all

radii out to the radius of maximum tangential velocity (solid body rotation).

The outer regime, outside of the core, features velocities which decrease with



the inverse of radius (potential

CIRCLE OF MAXIMUM vortex). The outer potential vortex
TANGENTIAL WINO gradually merges with and becomes

indistinguishable from the ambient

rT \ ' :flow. Total mesocyclone diameter
/ -(including the potential vortex portion)

-1 0 10") deduced from surface and multiple-
-0.8 \0Doppler data, is about three times the

-6 core diameter.

0.
-0.4 1 0.4 3. PATTERN RECOGNITION TECHNIQUES

Many schemes for recognizing two

14 dimensional patterns have been utilized
0 .2  RADAR -02 in various fields of science. These

F'%p'e 1. Sinq7ie Doppler velocit1 pat- can be grouped into the following three
tcrn of a distant and stationarY cycZonic distinct categories: 1) distance
:ortcx as seen b~i a Dopi-ler radar scan-
ntn,j with infinito resolution at ow measure techniques which compare

'rta m7i' (nl le. ground truth (or model) to data and

minimize a suitable measure of deviation

between the two; 2) correlation techniques

that maximize the correlatTon coefficient between the model pattern and data; and

3) pattern recognition techniques which classify data according to a set of

attributes.

Distance measure techniques require a suitable definition of a distance

between a true pattern vector and the data. The magnitude of this distance is

ther compared to a set of thresholds which are boundaries of decision regions.

Tw, distances have been considered:

The Euclidean distance

de x-(1)

where x is the data vector and n the true, or model, vector (Tou and Gonzales,

174). For instance, m could consist of an array of velocities normalized to the

riaxiiuir, (or to the rms value). As an example, nine Doppler velocities, from

three consecutive azimuths and three consecutive ranges, of an ideal mesocyclone

:en, ered on this two-dimensional array could form the mean vector i. The distances



between this mean vector and corresponding data vectors must be compared with a
suitable threshold and when they are smaller than this threshold, a detection of

the mesocyclone is declared.

The Mahalanobis distance (Tou and Gonzales, 1974)
L'! ( )T C- 1

dm = (X-m) (x-m) (2)
I.4.

is actually the negative of the logarithm of the likelihood function (if x-m has

a Gaussian distribution). C is the inverse of the covariance matrix of the

pattern population and T signifies a transpose of a vector.
Distance measure dm requires a large number of calculations and furthermore

determination of mean pattern vector m and the covariance matrix C is complicated.

The complication arises because the mesocyclone signature of a vortex with a

constant diameter is a function of range and at a same range mesocyclones of
different size would require mean vectors with different number of elements.

Therefore, an adaptive mean vector would have to be constructed.

Correlation techniques have pretty much the same type of problems as distance

measuring techniques. They require maximization of a correlation coefficient

between the mean vector and the data vector.
Substantial storage of data is required when distance or correlation techniques

are used. If the pattern vector for the model consists of data from M radial,

then at any one time at least M radials of data must be stored in memory so that

they can fast be made available for calculations.

The pattern recognition method employed in this study relies on recognition

of attributes that mesocyclones possess. Significant attributes have been

obtained from previous measurements (Burgess et al., 1979). Our algorithm
requires simultaneous storage of only two radials of velocities and should,

therefore, be suitable for real-time applications.

Table 1

Technique Number of Operations Number of
Storage Locations

Distance de 2M2 .(N-M+I) 2  M-N

Distance dm 2(2M 2+M4)(N-M+I) 2  M-N

Correlation 2M2(N-M+I) 2  M-N

Pattern Recognition M2(N-M+I) 2  2N

The number of computations and storage requirements for the four pattern

recognition techniques are compared in Table 1. It is assumed that the

3



mesocyclone signature (i.e., pattern vector m) consists of MxM model velocity

points (at M discrete azimuths and M range locations). Let the sector of data

that encompass the storm consist of an NxN array (range, azimuth) of velocities.

The number of operations for the first three algorithms is the total number of

additions and multiplications. For example, one de calculation requires M
2

multiplications (one for each data point to generate normalized velocities)

and M subtractions (when the model vector is subtracted from - chosen subset
2of data values). Since there are (N-M+I) distances to be ca lated, the total

2 2
number of additions and multiplications is 2 M2(N-M+I) 2 . It iown in the next

section that for our algorithm the operations are comparisons velocities

between two adjacent radials and at the same range locations, advantages of

this algorithm are: 1) It adapts itself automatically to the size of the mesocyclone;

that is, there is no need to assume a representative size as ground truth;

2) operations are comparisons which are much faster than multiplications or

additions; 3) it requires storage of only two consecutive radials of data in

addition to the candidate vectors that may be part of the mesocyclone or shear

lines; and 4) it does not require normalization by size or velocity.

4. THE ALGORITHM

The first step in the algorithm (flow chart in Figure 2) is a search for

Cwopier velocity gradients. This is accomplished by identifying either a con-

sistent increase or decrease of velocities in the azimuthal direction. The

algori:h is designed to recognize only cyclonic rotation and was meant to do so

cn the velocities within the mesocyclone core. Therefore, with clockwise antenna

--otdtion increasing velocities are sought and with counterclockwise rotation the

decreasing ones. When a run of (at least two data points are required to form a

Fun) increasing or decreasing velocities terminates, a pattern vector is formed.

rhe five components of the pattern vector are the beginning azimuth b' the

enoing azimuth e' tne beginning velocity vb, the ending velocity ve , and the

-ange r. Each pattern vector must pass three tests before it is saved for future

arlalysis.

The first test the vector must pass is a low "Doppler angular momentum"

threshold. rhe pattern vector must originate from data that have sufficient
"angular momentum" to be considered for further analysis. The momentum is

!stimated from the product of the measured Doppler velocity difference (Ve-Vb)

4 
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and the azimuthal distance r(p e-0b) stored in the pattern vector. Therefore, the

calculated momentum often may not correspond to a rotating air mass, but rather

to a shear region. Nevertheless, this first step is designed to filter out a

large percentage of the radar data so that the more extensive analysis is performed

only on the remaining pertinent data. A mesocyclone at its earliest stages may

* have a large diameter, and while the shear may not be significant, the angular

momentum may be higher than it will be throughout the rest of its lifetime

(i.e., the angular momentum as measured by the radar in a horizontal plane may

decrease towards tornado time). The second test uses a low shear threshold to

remove anything below the background shear value of 2.10-s (see Burgess,

1976). In the third test, the pattern vector is reported if it passes either a

high momentum threshold or a high shear threshold. Since shear is the more

dominant feature during the mature stage, it is u--ed even if the pattern vector

does not pass the high momentum threshold. Two thresholds are needed to accom-
modate variations in the mesocyclone from its early stages to the more mature

stage.

Figure 3 shows the detection region in the momentum-shear plane. Ls and Lm
are low shear and momentum thresholds whereas Hs and Hm are the high thresholds.

Tests on data are needed to establish optimum values of these thresholds, and if

they should vary with range from radar. In the present study the following

values have been utilized:

Ls=2 m.s-1 /km Hs=4 ms- I/km

Lm=50 m-s-l.km Hm=150 ms -l .km

e4

DETECTION REGION
Figure . i), .' boundar, in t17L
shear-mncmcnt&er space. The thr, sho _.

* ,are in-dicated.
. , $_ _ _ _ _ _ _ _

He SHEAR

6

0
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An alternate view of the detection region (Figure 4) is obtained if the

velocity difference is plotted versus the azimuthal distance. In both Figure 3

and 4 the somewhat peculiar region (Ls <shear< H sand L m< momentum < Hm ) of
no detection is clearly visible. This whole region or a part of it could be

included into the detection area in which case we would expect an increase in

both the probability of false alarm and detection.

After a field of data has been filtered by the aforementioned tests, the

pattern vectors are consolidated according to their relative spatial proximities.

Azimuthal and range distances between one (comparing) vector and all other already

sorted vectors are computed. Whenever the comparing vector is found with a

center closer than 2.20 in azimuth and 1 km in range to a sorted vector, it is
put in the samie feature as the sorted vector. These values are not based on firm

theoretical or experimental grounds. The one kilometer separation in range will

insure that at least two pattern vectors are contained within a rotation that

has a diameter of 2 kmi which is considered to be about the minimum for mesocyclones.

A larger spacing in azimuth (for ranges over 30 km from the radar) allows to

group vectors that are azimuthally overlapping but have centers that are further

apart. optimum value of the azimuthal separation may be a function of range and

together with the range separation needs to be further investigated. When the

comparisons of the current comparing vector with sorted vectors is exhausted, one

of the not yet sorted vectors becomes a comparing vector and the process is

repeated. The output of the sorting routine is a set of features, each consist-

ing of several pattern vectors. A feature with only a few pattern vectors is

discarded. The minimum number of pattern vectors in a candidate feature must be

such to encompass a mesocyclone with minimum core diameter (about 2 kin). The

average end maximumn shears, average and maximum rotational speeds, average momen-

turn, and two lengths (diameters) are calculated for each feature. One length

is for the radial size, and the other for the azimuthal size. If the two

lengths disagree by more than a factor of two (i.e., the feature is not symme-

trical), the feature is discarded. However, when the radial length is large

compared to the azimuthal one or vice versa, the feature can be classified as a

shear region.

wo slightly differen~t methods are suggested to calculate the average

jzimuthd;' "diameter". In one the "diameter" Dl is weighted by the "momentum',
and is calculated from:
I2

Dl YA V /7A-V. (3)

8
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Figure 5. Sotidly rotating mesocyc ionic core. Quantities used
in the text to define various caiculations of diameters are
indicated.

-. t

where the azimuthal distance A. = r at an i thrange gate, v =Ve ~Vb and

'i 'bi ei*
For a combined Rankine model, the inner core of the mesocyclone is assumed

to be a solidly rotating cylinder (Figure 5). Then the Doppler velocities on the

periphery of the cyclinder are given by:

V bi=-Vmcoso; Vei=Vm cosO (4)

If we replace the summation in 3 with an integral, we obtain

ii12 3 1/2 2
D1 = D f Cos 0/ f cos 0=8D/311 (5)

0 o

Therefore in order to obtain the true diameter D, one must multiply the momentum

weighted diameter with 37/8.

The second method calculates the "diameter" from:

D2 = YA2/).Ai  (6)

9



which similarly to (5) produces a theoretical relationship:

m/2 2 IF/2
D = D f cos edO/ f cosObO = D7/4 (7)

o 0

Factors multiplying D in (5) and (7) are close, and it remains to be determined

which weighting defines better a mesocyclone diameter.

A correction factor would also be needed if a simple average of azimuthal

distances is used for estimating the diameter. The relationships then are:

n/2

03 = Ai = 2 f Dcos6=2D (8)

Our experience with mesocyclones is that the Doppler velocity couplet defining

thp maximum speeds of mesocyclones (smallest closed contours on Figure 1) conforms

well with theoretical predictions but other velocity contours may deviate consider-

abiy from the model. Weighting by the momentum restores some symmetry and gives

significance to the data that inherently correspond better to the model. Further-

more data across the maximum Ai would be less contaminated by errors. For these

same reasons, azimuthal center 4c and range center rc of the mesocyclone are

obtained by weighting the ranges r. and azimuthal centers )ci = ((bi+de4)/2 of
1 ci (biOe

vectors with ¢ivi

r c = ri, ivi/jivi (9)

¢c ci 'v'I/ o 'vl  (10)

4alculations of D and D2 in the program are slightly at variance with (3) and

(6). in order to preserve computational speed, ri which is almost constant is

pulled out of the summation and replaced with (9), thus:

D= rc 2<v/ v (11)

2 2 (12)

10al
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Figure 6. Normalized Doppler velocities of a uombined Rankine mode" vortex
centered at a radar range r. Vortex radius is rt and the range resolution is much

* finer than the size of the mesocyclone.

Presently, the program classifies as mesocyclones all features for which the

ratio of the radial to azimuthal diameters lies within 0.5 to 2. We need to gain

more experience in order to firm up this criterion. However, consideration of

resolution at the furthest range of interest (250 km) points out that, with a 10

antenna beamwidth, a mesocyclone having a solid core diameter of 2 km (out of 37

mesocylones observed between 1971 and 1975, only in one case was the diameter as

small as 2 km (Burgess, 1976)) would seem to have an azimuthal diameter twice as

large (i.e., 4 km).

This can be demonstrated observing Figure 6 which is a plot of normalized

mean Doppler velocity versus normalized distance between beam center and vortex

center for a radar range that is centered on the vortex. The vortex is a Rankine

combined model and range resolution is assumed to be perfect.

5. PRELIMINARY RESULTS

To date, we have preliminary results from two cases. The first storm

produced the mesocyclone on April 30, 1978, and spawned a maxi-tornado which

11



destroyed 25 homes in and near Piedmont, Oklahoma (Burgess et al. 1979). Five

different times have been examined.

Comparisons between mesocyclone parameters obtained by the algorithm and

subjectively deduced values from mean Doppler velocities are shown in Figure 7

and Figure 8. The agreement, in general, is quite good; for all five locations

the two positions are within the radius of the mesocyclone and the tracks are

almost identical. Note that the subjectively determined diameters are somewhat

srhiller. This is not surprising because the two methods for estimating the

diameter differ. The meteorologist who estimated the diameters, used the distance

between peak velocities (i.e., the farthest closed isodops as in Figure 1). On

the other hand, the algorithm calculates the weighted average of distances between

the peak velocities in a feature (Eq. 11). No attempt has yet been made to

account for smoothing by the radar resolution volume.

The average shear calculated by the algorithm from the pattern vectors of

the mesocyclone feature follows the same trend as the maximum shear determined

subjectively (Figure 8). A somewhat large difference occurs at the latest time

when the maxi-tornado formed and the subjectively measured shear was influenced

by the tornado vortex signature. Since the maximum shear is contained in one of

the pattern vectors, with a simple modification of the program, it could be

easily retrieved.

The second storm on which the algorithm was tested occurred on May 22, 1981,

west of Norman and produced several very large tornadoes. One example of a

nesocyclone feature in a range versus azimuth display of velocities is shown on

Figure 9. The total of 32 vectors are in this feature. Two vectors, bracketed by

dasned lines towards the top, were not detected because of weak momentum.

However, the vector above them was detected and placed in the feature due to its

proximity to the vector at 68.68 km. The star on this figure locates the meso-

cyclone center computed from Eqs. (9), (10).

Figure 10 illustrates what appears to be two separate features detected by

the algorithm. Upon closer examination of the velocity field, we note that there

were several non-valid velocities (999) between the two features. The algorithm

would have detected four vectors (at 65.8, 65.9, 66.1, 66.2 km) if the non-valid

velocities at 282.7' and 281.20 were bypassed. Then the gap between the closest

vectors in range would have been less than I km and all would be classified as a

single feature. The following modification could accommodate such situations:

If there is an isolated (in azimuth) non-valid data (i.e., velocity at a very weak

12
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reflectivity or a radial of bad values), assign to it the value of the adjacent

(previous azimuth) velocity and proceed with normal vector calculations. If

there are 2 bad adjacent velocities, stop the run and start the new vector. In

this way, still only two radials at a time are needed and one additional array

of flag values, and yet isolated bad data would not cause disruption of the

vector calculations. Of course, at the expense of more storage and computing

time one could treat two consecutive bad data as well as situations where there

is a slight reversal in gradient (i.e., one or two data points). It is note-

worthy that the vector at 70.03 km (vb=-51 m-s-1, ve=26 m.s-1 ) was not detected.

Even though the shear is very large, the momentum is weak and thus the data do

not pass our test. Because such situations may occur with tornadoes, it may

prove useful to include an extremely high shear threshold in combination with

our test.

Three consecutive scans (in elevation) with the size and location of a

m;esocyclone detected by the algorithm are shown on Figure lla, b, and c. Note

again a split detection of the mesocyclone at times 1 and 2 (Figure lla). Tne
case at time 1 corresponds to Figure 10, but the split at time 2 occurred for a

different reason: Namely, the momentum and shear between the two features were

very weak.

On the scan above (Figure llb) we note another split signature at time 2.

The reason for the split now is that the vector centers are separated in azimuth

(although close in range). It appears that intense circulation is developing at

65 kimi west and 9 km north (A) where the maximum shear was 55 ms- 1/km and maximum

momentum is 405 m-s-l-km. The feature whose center is marked with o had the

ollowing maximum shear and momentums: at time 1, max shear = 9 m.s-/km;

-ax oo:iientum = 405 m-s .km. Clearly the A feature is part of the larger circu-

ldtion and was contained in its feature at time I as evidenced by the large

-hear. With the split the feature A took with it the large shear. The split

here could have been prevented if somewhat larger distances between vectors were

allowed in the sorting routine. This criterion is again a subject of current

investigations.

The Figure lic at 5.4' elevation shows two consecutive positions of the

mesocyclone (time I and 2) which were quite well detected.
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Figure 11a. The position and sizes of
features detected at two consecutive
scans and same elevation 3.30 . (1 and
2) separated by 6 minutes. Azimuthal

12 diameters are indicated with vertical
lines and range diameters with hori-
zontal lines. Two features A and 0

• 1O were detected in both scans. The two
2 2features in the first scan (1) cor-

2 8 E respond to the ones on Figure 9.

60z

4

ELEVATION 3 3. 2
277- REFERENCE RADIAL

71 69 67 65 63 61 59
WEST (kin)

_12

Figure llb. Same as 11a but at the

2 2 next elevation angle (4.-0).

-8el

60
Z

4 -4

* 0
67 65 63 61 59 57 55

WEST (kin)
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6. CONCLUSION

.A novel pattern recognition algorithm for detecting mesocyclonic shear

froim single Doppler radar data has been developed. The method is based on extract-

ing features that characterize mesocyclones. It operates simultaneously on two

radials of velocities, utilizes relatively simple computational techniques, and

should, therefore, be applicable to real-time operational systems. Preliminary

resu ts on d limited data set are encouraging; however, further comprehensive

g *Ig,, is needed to establish optimum thresholds and their range dependence.

D,'-ing the course of this study, some simple modifications of the algorithm

rh nt could increase its accuracy and usefulness became apparent. 1) For instance,

tihe r~xii;wu n;easured shear and momentum could be printed out. 2) In order to

•Vo)d loss of vectors with very high shear but small momentum such as in the

-Pnter' of the tornado vortex signature, it may be advisable to include in an OR

coihintiori .,,;th our test a very hign shear test. 3) Presently, an isolated bad

velocity (;n izimuth) signals the end of a vector; this need not be so, to pre-

serve storige and speed two consecutive invalid points could signal the end of a



-4

vector. 4) The optimum values of azimuthal and range distance that vectors must

satisfy to form a feature should be established. 5) Optimum momentum and shear

thresholds need to be determined.

The present version of the algorithm does not consider the time and height

continuity of the circulation but such an addition is quite straightforward.

There may be other modifications that we cannot foresee without extensive tests

on various data sets. This would also help us establish the false alarm rates and

detection probabilities per scan.
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APPENDIX A

Program Description

The mesocyclone detection program requires radials of preprocessed

velocity data. Preprocessing involves assignment of correct ranges to

velocity estimates, thresholding and properly scaling these estimates, and

reading and sorting out various housekeeping information. Preprocessing

the mesocyclone program and the various subroutines of the mesocyclone program

are described in this appendix.

IAl. Preprocessing

Preprocessing starts with the routine RDREC that is called for every

radial (see Figure A.).

For Every Radial:

1. Read raw data and strip and identify housekeeping--subroutine RWDP81

Sample call: CALL RWDP81(W, ISKP, LTIM, LINT)

W--logical unit number assigned to tape drive

ISKP-l: skip I record

2: decode housekeeping only

3: decode housekeeping, intensities and time data

4: decode intensities and time series without reading a record

800: change mode

0: reset all gate alignments to 1

9: rewind tape

LTIM-l: decode time series data

0: don't decode time series

20



MAIN PROGRAM START

EAD PARAMETERS

ZERO OUT ARRAYS

CALL ROREC

(FiRST-0

MORE N END
DATAI

Y

CALL UNFOLD

REASSIGN

HOUSEKEEPING

END OF Y
PROCESSING

(DONE-1)

CALL SELECT
N IRADIAL OF 99VS

CALL RDREC

(FIRST=O)
NO Y

VECTORS

MORE N

DATA' DONE:I N

Y CALL FEAT
CALL CALC

y BAD

RADIAL' END OF N
PROCESSING

N

END OF Y

SCAN' END

N

CALL UNFOLD

CALL SELECT

Y
ERROR= I

N
A I

VELOCITIES.
HOUSEKEEPING
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LINT-I: decode integrator PPP data

0: don't decode PPP data

The typical call from the mesocyclone program is: CALL RWDP81(lO,3,0,1)

2. Assign correct ranges to velocity estimates. This is needed when

interlaced transmission for estimating separately velocities and

reflectivities is used.

Subroutine DPEXPAND

Sample call: CALL DPEXPAND(IVCINT,RVCPPP,RSDPPP,STN,IB,IE,IDEL,

SNRT,VT,STDT,INT,VEL,STD)

IVCINT-integrator array from RWDP81

RVCPPP-velocity array from RWDP81

RSDPPP-spectrum width array from RWDP81

STN-signal-to-noise ratio array - 64 values

IB-beginning range gate for processing

IE-ending range gate for processing

IDEL-required gate spacing

SNRT-signal-to-noise ratio threshold

IT-velocity threshold

4 STDT-spectrum width threshold

INT-expanded integrator array

VEL-dealiased velocity array

4 STD-unbiased spectrum width array (not used by the program)

Typical call trom mesocyclone program: CALL DPEXPAND(IVCINT, RVCPPP,

RSDPPP, STh,Ij524,1,U,1O,15,OUT, OUTI, OUT2)

where OUT is an integar array dimensioned 1524 and OUTl and OUT2 are

real arrays dimensioned 1524
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At NSSL the interlaced transmission uses a pulse separation time for

reflectivity estimation that is four times the one for velocity estimation.

However, in our program only the first two ambiguous trips for velocity

estimation are considered. Since the number of usable range gates for velocity

estimation is 762,for two trips the total number of locations is twice 762

or 1524.

3. Calculate reflectivities: subroutine CALREF

Sample call: CALL CALREF(OUT,REFL,STN,RANGL, LOGR,CNST)

OUT: integrator array passed from DPEXPAND

REFL: array of reflectivities at each range gate processed in

DPEXPAND (dimensioned same as OUT)

STN: signal-to-noise ratio array (64 values)

RANGE: array (dimensioned same as OUT) containing the range in kilometers

to each range gate

LOGR: array (dimensioned same as RANGE) containing LOGR(I)=2Log()

(RANGE(1)) where I represents the range gate number

CNST: a constant needed for calculation of reflectivities

CNST=CN*lO-IIO.8 where CN is the result of a call to the

function RADARCON

4 RANGE, LOGR, and CNST are calculated in subroutine PRELIM of the

mesocyclone program.

The call of subroutine CALREF in the program looks exactly like the

sample call above.

For Each Scan:

1. calculate range to the first range gate and distance between range

gates in kilometers - subroutine DOPRNG81

23



Sample call: CALL DOPRNG81(DATE,BRG,DRG,V)

DATE: day data were collected (i.e., 052281)

BRG: range to first range gate in km

DRG: range between gates in km

V: Nyquist velocity (not used in program)

2. Calculate a constant (CN) which determines the constant (CNST), used to

calculate reflectivities - function RADARCON

Sample call: CN=RADARCON(BH,BW,P,WL,G,POW)

BH: vertical beamwidth in degrees

BW: horizontal beamwidth in degrees

P: pulse width in microseconds

WL: wavelength of transmitted electromagnetic field in centimeters

G: antenna gain in DB

POW: peak transmitter power in kilowatts

Typical call from mesocyclone program: CN=RADARCON(O.8,0.8,1.O,I
0 .52 ,

46.8,750.0)

2
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A2. Mesocyclone Program

Input to Mesocyclone Program

A. From preprocessing - passed through common blocks and subroutine calls

1. one radial of data

OUTI - array returned from subroutine DPEXPAND contains real

velocities, which are changed to integers and assigned to

array VEL by subroutine RDREC in meso program.

REFL - array returned from subroutine CALREF - contains

reflectivities. These are checked against a lowest needed

reflectivity value (RTH), and velocities corresponding to

reflectivities below this level are not processed.

2. Housekeeping Data

NTIME - time current radial was collected

AZM - azimuth angle of current radial

ELEV - antenna elevation angle during current scan

STATUS - tape status indicator (after last read)

0: end-of-file

1: bad record was read

-1: good record was read

TTYPE - record type

0: Bad 1: Time series 2: Pulse pair

ISTAT - Station code

1: Norman 2: Cimarron

IPRTSW - pulse repetition time indicator

25



6 RPRT - constant proportional to the pulse repetition time.

The relationship between the switch and RPRT and the

true pulse repetition time is as follows:

IPRTSW RPRT True pulse repetition time

RPRT*0.768 ms

0 1.0 0.768 ms

1 1.2 0.921 ms

2 1.4 1.075 ms

3 1.6 1.228 ms

!DELAZ - azimuth step value indicator

1: 0.50 2: 1.00 3: 2.00

IAZMD - azimuthal antenna direction indicator

1: counterclockwise 3: clockwise

B. OTHER INPUT DATA

1. read from files

ShEART,HSHEAR,THRESH,L0WTH - thresholds used in detecting velocity

runs. See explanation of subroutine SELECT

M,N,R - values used to sort features - see description of subroutine

FEAT

6 RTH - reflectivity threshold - it has been found experimentally

that mesocyclones do not occur in regions with reflectivities below

this threshold. Therefore, to save cDmputer time, velocities

corresponding to reflectivities below this level are ignored.

ELTH - elevation limit - This limit is set to correspond to a

height of abeut 8 km at the storm location. Above this height the

6 circulation signature changes into a divergence pattern and can not

be detected with the mesocyclone algorithm.

26
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OUTPUT DATA

One line of output is printed at the beginning of each scan. Also

each feature's vectors are printed out along with feature attributes after

each scan.

A. Printouts at the beginning of scan are:

1. Direction of the antenna in coded form

(see IAZMD under housekeeping input)

2. ELevation angle of the radar antenna (see ELEV under housekeeping

input)

3. The time of the collection of the first radial of the scan

(see NTIME under housekeeping input)

OUTPUT FOR EACH FEATURE:

B. Features - array LIST(IJ,K) where I = feature number, J = vector

number and K = attribute of vector number.

A feature is a group of vectors, each vector representing a velocity

run at a constant range. Each vector has the following seven attributes:

1. range to the run in kilometers

2. azimuth angle where the run began

j. azimuth angle where the run finished

4. velocity recorded where the run began

5. velocity recorded where the run ended

6. the calculated momentum of the run.

7. the calculated shear of the run.
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C. Feature attributes - array AFEAT(I,J) where I = feature number,

J = attribute (of feature) number

I. number of vectors in the feature

2. lowest azimuth angle in the feature in degrees

3. highest azimuth angle in the feature in degrees

4. lowest range in feature in kilometers

5. highest range in feature in kilometers

D. Other feature attributes (not in the array AFEAT)

I. inomentum weighted center of the feature (azimuth and range, array PT)

2. azimuthal diameter of feature - weighted by momentum (DIAMAZ)

3. unweighted azimuthal diameter (ODIAM)

4. unweighted radial diameter (DIAMR)

5. ratio DIAMAZ/DIAMR for symmetry considerations

6. Average shear of feature (AVGSHR)

7. Maximum shear of feature (MAXSH)

8. Average momentum of the feature (AVGMOM)

9. Average rotational speed of feature (AVGSP)

10. Maximum rotational speed of feature (MAXSP)

28
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A.3. Description of Routines

MAIN PROGRAM

*The main program's function is to control the processing done by the

subroutines. Its flow chart is on Figure A.l and the control proceeds in

i the following order:

Preliminary

1. read variablesfrom files

2. initialize STATUS,NTIME,DONE

3. enter beginning and ending processing times on terminal

(IBEG,IENDT)

For Every Scan

4. zero out vector and feature lists (VECTOR,LIST)

5. initialize ERROR(=O),COUNT(=O), and FIRST(=l)

6. read one needed radial (CALL RDREC)

7. check STATUS 0: end program else continue

8. write important information

9. zero out CODE array and reassign VEL to OLDVEL

10. dealias OLDVEL and reassign housekeeping

11. check DONE 1: end program else continue

12. read one needed radial (CALL RDREC) (FIRST=O)

13. check STATUS 0: DONE=l

14. bad radial yes: Go to 11 No: continue

15. end of scan? yes: reassign aximuthal direction (IAD) and go to 19

no: continue

16. dealias VEL, search for runs (CALL SELECT)

17. OLDVEL=VEL, reassign housekeeping

29



18. go to 11

19. VEL=999's (means not usable velocities), reassign IAD

L 20. search for runs

21. no vectors? Yes: go to 23 No: continue

22. Assemble features (CALL FEAT) and calculate feature attributes

(CALL CALC)

23. check DONE 0: go to 4 1: end program

SUBROUTINE SELECT

[he flow chart of this subroutine is shown on Figure A.2. It operates

on two consecutive radials of velocity data, OLDVEL and VEL. The purpose

of the routine is to search at every range gate for changing velocities with

respect to azimuth angle. The array CODE keeps track of velocity trends

(,t. every range gate) as of the last call to SELECT

Values of CODE elements and their meanings

Value Tendency

0 constant velocities (no run is going on)

-l decreasing velocities (run is on)

I increasing velocity (run is on)

rc routine executes a DO loop with an index from I to 1524 called I. On

* each execution of the statements in the loop, OLDVEL(I) is compared to VEL(I).

This teidency is compared to CODE(I). 999's cause a termination of an ongoing run.

3
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SELECT

COND I - AMOM LOWTH AND

COND. 2 -AMOM s THRESH OR
SHR $HSEART

1. 31
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CODE(I) OLDVEL(I)=VEL(I) OLOVEL(.)<VEL(I) OLDVEL(I)>VEL(1)

0 constant velocity start increasing run start decreasing run

continue increasing continue increasing finish increasing
run run run and start decreasing

run

-1 continue decreasing finish decreasing run continue decreasing run
run and start increasing

run

Control proceeds as follows:

1. 1=1

2. a) constant velocities or continuing run: go to 3

b) starting a run: go to START NEW RUN

c) ending a run: go to END RUN

3. l=1+l

4. i1-524: return to main program else: go to 2

END RRI"I:

a) ENDVEL=(OLDVEL(1)*l.07)lRPRT last velocity of run

ENDAL=OLDAZ last azimuth of run

DELVEL=ENDVEL - BEGBEL(I) velocity change of run

DELAZ= ENDAZ - BEGAZ(1) i  azimuth change of run

b) Throw out unwanted runs (only runs consistent with cyclonic

circulation are kept.)

clockwise antenna rotation: throw out if DELVELLO

cijunterclockwise rotation: throw out if DELVELO

if run is thrown out: go to START NEW RUN

else: continue
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c) LENGTH=DELAZ CON RANGE(1) CON=7/180

DELVEL= DELVEL I

if LENGTX 0: go to START NEW RUN; else: continue

d) AMDM DELVEL(LENGTH) momentum of run

SHR=DELVEL/LENGTH shear of run

e) if AMOM > LDWTH and SHR > HSHEAR then go to f)

if AMOM,< THRESH or SHR < SHEART then go to START NEW RUN

else: continue

q f) save vector (COUNT=COUNT+l)

too many vectors: return to main program

else: go to START NEW RUN

START NEW RUN:

a) VEL(I)=999: CODE(I)=O, go to e)

else: continue

b) increasing velocities: CODE(I)=l, go to e)

else: continue

u) decreasing velocities: CODE(I)=-l, go to e)

else: continue

d) C0DE(I)=0

e) BEGVEL(I)-WLDVEL(I)(l.07)/Pk-I

BEGAZ(I)=OLDAZ

go to 3.

THRESHULD ]

S 5ear and morientuli thresholds and their presently used values ar,:

' .sidecar' SHEART 2.0 (ie.s )

,.'Lar: USU AR .0 (n-s- 1 k!,

)vi omentum: LOWTY I ).n (n-. 4 )

oinomentu;:: THRESH t)O. ( .s .
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SUBROUT INE FEAT

This routioe (Figure A.3) sorts vectors found by SELECT into features

_I which could be mesocyclones, shear lines or have small size and therefore be

rejected. Every vector found by SELECT during one scan of the radar is assigned

to a feature, so many small features will be thrown out by subroutine CALC.

LControl proceeds as follows:

Put Ist vector into Ist feature. Initialize Ist feature's attributes.

Mark (flag) 1st vector used.

I 2. CODE 0

3. If no mere vectors - go to 7 else: get next vector (we'll call it VA)

, If VA is marked used, go to 3 else: continue

5. If nu more vectors in current feature, then go to 3 ; else get

current feature element in current feature (VB)

S. If the azimuthal center of VA is within 2.2' of the azimuthal center

of VI AND the ranje of the 2 vectors are within 1 km

a) put VA in VB's feature

b) .:Cjust feature attributes

c) mark VA used

(1) COOL-]

e) Go to 3

,- p ,,o io

7. t (0. 1, o in 2 (on step 3 VA - first vector) else: continue

- ,n!, am .rked vectnr (VA). if all v ctours used, go to 11

S.....ew t " e EX INDEX+1); too many features, go to 11

' 1 i . o-i ture attributes

K, 2 on V'\irst vector)

S:n. , .[ X ! NULX- l

'' I. L N ;,
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FEAT G D
L IST(I, 1,1-7)
=vr( r(I, -7)

INITIALIZE
AFEAT(1,1-5)

CODE - 0

TEMP-2

y TEMP>

NOVEC

N TEMP TEMP+I
CODE 0

VECT(TEMPI) y

y -0

INDEX c INDEX+I N

iCNT= *VECTORS

y INDEX IN FEATURE

>MAXIND INDEX

INDEX= 
L I

INDEX-I

y

y 1>NOVEC L>1CNT

Lz +1 N
RETURN NN

DISTANCE
VECT(1,1) 00 FA

0
N

NN COMPUTE

LIST(INDEX.1, 1- 7) CAZLAZ
zVECT(1,I -7)

INITIALIZE y CA7 LAZI

FEAT(INDEX,1-5) 'R

I N

VECT(T, 1)-0 
Lso-

r 1COUNT-1CNT+I

LIST(INDEXrCOUNT,1-7)
=VECT(TEMP,1-7)

I

UPDATE
AFEAT(INDEX,1.5)

VErT(TEMD,
1 =:0

,T lob,
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SUBROUTINE CALC

This routine finds important feature data used to discern which features

mre nesocyclones, which are shear lines, and which are neither. The control

pattern below is repeated for each feature founa in the last scan, using a do

loop with index ( (igL;re A.4C.

i. Not enough vectors in feature - Go to 11 else: continue

2. NSUII = , vectors in feature. Zero out all sums

J. Compute sums usinq do ioop with index J. The sums range from I to

U JNSUM.

d) Vectur attributes used (vectors are part of features)

- range: LIST(I,J,I)

BAZ - beginning azimuth: LIST(I,J,2)

[AZ - ending azimuth: LIST(I,J,3)

BV - beqinning velocity: LIST(I,J,4)

FV - ending velocity: LIST(I,J,5

- "Iormnti.8; here is a product of dzimuthal separation (4

with velocity difference: LIST(I,J,6)

SHEAR - shear= ECV-3VIwl /(D LZR*In ) :LIST(I,J,7)

MAZ - center azimuth (EAZ-BAZ)/2+BAZ

DLI_. - chanq,& in azinluth = EAZ - BAZ

0 P. ovision is made to account for 'he cases where the zero azimuth

between the beginning and ending azimuths.

h SU.MS

SU M MO

SUMAZ> 7MAZ" 4)
0 Si ISIM -\" A

SISI,'M- i'SHEAR
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AZM= .DELAZ. MO

" OAZ=DELAZ

4. Compute data

a) AVGSHR - average shear of feature = SHSUM/NSUM

b) AVGMOM average momentum = SUM/NSUM

c) DIAMR- radial diameter = AFEAT(I,5)-AFEAT(I,4)

d) MAXSH - maximum shear

e) MAXSP - maximum rotational speed IEV-BV!/2

5. If SUM = 0 or DIAMR = 0 or OAZ = 0

go to 11

else continue

6. Compute more data

a) PT - center of feature PT(I,l) radial = SUMR/SUM

PT(I,2) azimuthal = SUMAZ/SUM

7. If PT(I,l) = 0

go to 11

else continue

8. Compute more data

a) DIAMAZ - azimuthal diameter weighted by momentum

AZM.PT(I,l ). ,2.3/(8.180 SUM)

b) ODIAM - azimuthal diameter - unweighted

AZM.PT(I,l)/(OAZ.45)

c) RATIO DIAMAZ/DIAMR )
) to determi ne symmetry

d) R2 : ODTAM/DIAMR

e) AVGSP - average rotational speed = AVGSHR*DIAMAZ/2

9. If feature is symmetric, it is a mesocyclone (.5, RATIO. 2 or .5. R 22)

else feature is a shear line
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CALC START

COND I SUMS 0 OR OIAMR =0 NIFEAT -O
OR OAZ =0

COND 2 - PT(I,I)=O OR
PTI, 2) 0

COND. 3 -RAT10 0. 5 OR
RATIO -,2. 0 y

CON.4'R2O.5OR RETURN I>INDEX

R2 2.0

NSUM =
VECTORS IN
FEATURE
0 INDEX

NSUM-O

N

NFEAT-
NFEAT +1

INITIAL IZE

J-SUM

COMPUTE N
AVGS HR,
AVGMOM, ASSIGN BAZ,

DIAMP FAZ,8V EV NA

COMPUTE MAZMO
CONG I SUM. SUMAZ, SUMR:

SIISUM, AZM, AZ,
OAZ, SUMMO

COMPUTE
PT (1.82)

COMPUTE

EL AMAZ,

RAn,

AFE A1I TURENFEA
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10. Write feature and its attributes

11. Stop.

SUBROUTINE RDREC

RDREC gets records from tape in a quasi-real time manner--one record

at a time. Also the routine calls other needed preprocessing routines (Figure A.5).

Control proceeds as follows:

1. If end-of-file or end-of-processing, go to 8.

Else continue

2. Read I radial of raw data (CALL RWDP81)

3. Undesired radial?

STASUS = 1, bad radial

ITYPE f 2, undesired type of data

IAZMD 2, stationary antenna (azimuthally)

ISTAT 1 1, Cimarron data

NTIME < IBEGT, before desired processing times

ELEV ? ELTH, too high for mesocyclones

Go to 1, else continue

4. If first = 1, call PRELIM and continue, else continue

5. Expand data - CALL DPEXPAND

6. Calculate reflectivities: CALL CALREF

7. If reflectivity at any gate reflectivity threshold, then ignore

velocity at that gate. Go tc 9.

8. STATMS 0 Set end-of-file indicator

9. Return
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START

N
CONO I

SIATUS=O y

C ALL
RETURN RWDP8i

ROREC COND 2

COND I STATUS 0 AND N
NTIME s IENDT

COND. 2 - STATUS - I OR FIRST.O
I TYPE * 2 OR IAZMO 2
OR ISTAT * I OR ALPEI
NTIME <IBEGT OR N
ELEV ELTH

* I~~ c2~PA 0 t ~:;~r~-CAI

40AL 
PXPN

CALCLE



* SUBROUTINE PRELIM

PRELIM calculates the pulse repetition time and the range to each range

gate. ALso the routine finds the log10 of the square of the range at each

range gate (Figure A.6). Control proceeds as follows:

1. Calculate BRG and DRG (call DOPRNG81)

2. a) Calculate the range at each range gate: R(I) =BRG+I-DRG

b) Calculate log,, (R(I) )

3. Calculate PRT (pulse repetition time)

PRELIM STAR

CALL DOPRNG8I

Yiguru A. 6 !' hn1 F :iIr'i
PRE'LIM.

y
I > 524

N

COMPIUTE LRANGE (l)
PPT BRG +I *RG

REL- _RNJ RANGE(I)
4 <0

N
C OMPUTE

L0610 (NANGE tl)
2 )



SUBROUTINE UNFOLD
r

UNFOLD checks velocities at each range gate after the first to see if

the velocity is aliased, and corrects aliased velocities (Figure A.7). The

process below is repeated for the 2nd to the 1524 th range gate.

1. ONE: current velocity

OLD: velocity at preceding range gate

2. If ONE = 999 or OLD = 999 or R(I)<O, go to 6

3. DIFONE = JONE-OLD

4. If ONE>O VEL=ONE-64*

If ONE<O VEL=ONG+64*

If ONE=O VEL=O

DIFTWO=IVEL-OLDI

5. If DIFONE>DIFTWO current velocity = VEL

6. Stop

NFOLDPO

Y

F,-.,ure A. 7 F~Wcatof- h ur)t

I~i *At this point in the program VEL can

IONEFOLD.

have 64 digital categories that span the
* Nyquist interval. Depending on the

actual PRT, these categories are later
COMPUTE DIFONE, scaled into appropriate velocities.IEL D ,FTW
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